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BIMETAL 316 STAINLESS STEEL / PHILIPS DRIVE
FLUSH TOP SELF-DRILLING SCREW

SKU: 3DACBS4

Flustop self drillers have the performance of 12g screws but 

with a very small head profile. This is an ideal solution for fitting 

narrow metal channel or steel brackets in facade application.

The low head profile makes them suitable for fixing off brackets 

or tophats where cladding sheets are to be installed over the 

top. They will provide the best possible clamping of material up 

to 6mm thick.

Excellent for external use, the bimetal flushtop head screws 
feature a heat treated hardened carbon steel drill tips. The 
head and threaded body are a 316 stainless steel grade. This 
provides the ultimate corrosion resistance in a self drilling screw 
whilst still maintaining drilling performance.

Austenitic stainless steel 300 grade with Zinc Plated coating. 300 grade stainless steel provides excellent corrosive 
resistance, whilst the zinc plated coating protects the tip and ensures an aesthetic consistent surface appearance during 
storage, transportation and installation.

SKU Gauge x Length Material Driver Type Drill Capacity Clamping Range

3DACBS412025 12-14 x 25mm 316 Bimetal Stainless Steel P2 6mm* 13.5mm 500

*Up to a combined total of 6mm max
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PHYSICAL CHARACTERISTICS

	§ Head Type: 		  Flush Top

	§ Point Type: 		  No.3 Self Drilling Point

	§ Material: 		  Bimetal (stainless steel 316 grade, heat treated alloy steel tip)

	§ Finish:		  Ruspert

	§ Head Dia:		  9.1mm

	§ Head Height: 		  1.3mm

	§ Drill Capacity:		  12g (up to 6.00mm of steel)

	§ Driver Type: 		  Philips Drive

	§ Installation Speed:	��� 1800 RPM max drill speed (Impact Drivers  

are not recommended.)

Length

Clamping 
Range

P2

No.3 SD Point

1.3mm

Ø 9.1mm

12g - 14


